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DISC SAWS WHEEL FELLER BUNCHERS
Timberking HF202 Saw
Hydro-Ax 20HC High Capacity Saw
Hydro-Ax 22HC High Capacity Saw
Timberking HF181 Saw
Timberking HF201 Saw

Timberking HF221 Saw
Hydro-Ax 22CP Single Post Saw
Hydro-Ax 22SC Bunching Saw
Timberking HF222 Saw

DISC SAWS TRACK FELLER BUNCHERS
Timberking HF181 Partial Lateral Tilt Saw
Timberking HF181 Full Lateral Tilt Saw
Timberking HF201 Partial Lateral Tilt Saw
Timberking HF201 Full Lateral Tilt Saw
Timberking HF221 Partial Lateral Tilt Saw
Timberking HF221 Full Lateral Sa
HARVESTING HEADS
Fabtek FT18R
Fabtek FT180
Fabtek FT240
Timberking HH700
SHEARS
Hydro-Ax 16” High Speed Shear
Timberking HS20 Shear
Hydro-Ax 21HC High Capacity Shear



APPLICATION: LARGE TIMBER

Single post saws from 18 to 24 inch cut capacity

Dual post saws from 20 to 22 inch cut capacity

APPLICATION: SMALL TIMBER/THINNING

Timberking HF202 Hydro-Ax 22HCHydro-Ax 20HC

DISC SAWS HARVESTING HEADS
A complete line of disc saw attachments is available for Timberking wheel and track feller bunchers to meet all felling needs, from
plantation thinning to select cut of large diameter wood.  A wide selection of single post and dual post models are available rang-
ing in cut capacity from 18 to 24 inches.  Designed to allow maximum visiblity of the cutting area, all saws utilize high pressure
hydraulics for fast saw recovery and quick arm speed, for a positive impact on production and tree control.

Several models of both fixed and dangle style harvesting heads are available for Timberking harvesting machines.  Loggers harvesting
in a range of operational styles from hardwood select cut to multiple stem first thinning of pine plantations will find a model
suitable for their needs.

For a low-cost, low maintenance option, select the shear model that suits your application.

APPLICATION: HARVESTING

Hydro-Ax 22SC

Dual post saw with large 24 inch cut capacity.

Fixed and dangle heads from 18 to 27 inch cut capacity

Saw Cut Butt Saw Top Saw Rated Tree Capacity Max. Roller Feed Speed Weight

Fabtek FT18R (fixed)
Fabtek FT180 (dangle)
Fabtek FT240 (dangle)
Timberking HH700 (dangle)

inches
24.0
22.0
26.5
27.0

mm
590
562
650
690

Pitch”
.75”
.75”
.75”

.404”

Pitch  mm
19.05
19.05
19.05
10.26

inches
18
18
24
27

mm
442
442
590
690

Ft/sec
15
17
18
17

Ft/sec
4.5
5.1
5.4
5.1

Pounds
4600
3200
4300
3595

Kg
2090
1454
1954
1634

Option
No
No
Yes
Yes

ATTACHMENT SPECIFICATIONS:  HARVESTING HEADS

SPECIAL APPLICATIONS

Fabtek FT18R Fabtek FT240 Fabtek FT180 Timberking HH700

Accumulating Area Maximum Single Cut Width Height Weight

ATTACHMENT SPECIFICATIONS:  WHEEL FELLER BUNCHER SAWS

Timberking HF202 Saw
Hydro-Ax 20HC High Capacity Saw
Hydro-Ax 22HC High Capacity Saw
Timberking HF181 Saw
Timberking HF201 Saw
Timberking HF221 Saw
Hydro-Ax 22CP Single Post Saw
Hydro-Ax 22SC Bunching Saw
Timberking HF222 Saw
ATTACHMENT SPECIFICATIONS:  TRACK FELLER BUNCHER SAWS
Timberking HF181 Partial Lateral Tilt Saw
Timberking HF181 Full Lateral Tilt Saw
Timberking HF201 Partial Lateral Tilt Saw
Timberking HF201 Full Lateral Tilt Saw
Timberking HF221 Partial Lateral Tilt Saw
Timberking HF221 Full Lateral Tilt Saw

ft.2

6.80
5.72
7.00
4.50
5.00
5.60
4.86
4.00
5.60

4.50
4.50
5.00
5.00
5.60
5.60

m2

.63

.53

.65

.42

.46

.52

.45

.37

.52

.42

.42

.46

.46

.52

.52

inches
22
20
22
21
22
24
22
22
24

21
21
22
22
24
24

mm
559
508
559
533
559
610
559
559
610

533
533
559
559
610
610

mm
1600
1473
1613
1575
1676
1797
1626
1727
1808

1592
1592
1690
1690
1800
1800

inches
63.0
58.0
63.5
62.0
66.0
70.7
64.0
68.0
71.2

62.7
62.7
66.5
66.5
70.9
70.9

inches
105

112.5
97.5

105.0
120.0
118.0
106.0
95.0

104.3

107.8
107.8
120.6
120.6
120.6
120.6

mm
2667
2858
2477
2671
3063
3063
2692
2413
2650

2737
2737
3064
3064
3064
3064

pounds
5981
5740
6200
5546
6289
6709
5600
6300
6402

5641*
6722*
6426*
7507*
6828*
7908*

kg
2713
2604
2812
2518
2855
3046
2540
2858
2904

2559*
3049*
2915*
3405*
3097*
3587*

Accumulating Area Maximum Single Cut Width Height Weight

ATTACHMENT SPECIFICATIONS:  SHEARS

Hydro-Ax 16” High Speed Shear
Timberking HS20 High Speed Shear
Hydro-Ax 21HC High Capacity Shear

SHEARS

Hydro-Ax 
16” High Speed Shear

Timberking 
HS20 High Speed Shear

Hydro-Ax 
21HC High Capacity Shear

ft.2

2.50
6.00
6.25

m2

.23

.56

.58

inches
16
20
21

mm
406
508
533

mm
1410
1651
1930

inches
55.5
65.0
76.0

inches
96.5
96.0
95.0

mm
2451
2438
2413

pounds
4600
5650
5700

kg
2087
2562
2585

Dual post saw with same side,
double cut capacity

Timberking HF181, HF201 
& HF221

Hydro-Ax 22CP Timberking HF222

Three shear models from 16 to 21 inch cut capacity

*Weight of head and tilt with lines




